DOOR, WINDOW OR LOUVER 
(NOT BY METL-SPAN)

FASTENER 
(NOT BY METL-SPAN)

PERIMETER SEALANT 
(NOT BY METL-SPAN)

SILL TRIM 
[SEE CHART]

SEALANT TAPE 
[7300BGR]

#14 X 1" HWH TEK L, SELF DRILLING LAP SCREW @ EACH HIGH CELL 
[4A]

EPDM PROFILE CLOSURE 
[7609NGR]

4" x 3/4" - 14 GA. 4 HOLE CF CLIP [46335NC] OR [46335NC STAINLESS OPTION]

METL-SPAN INSULATED WALL PANEL

VAPOR BUTYL SEALANT 
[7100BWH]

SUPPORT FRAMING 
(NOT BY METL-SPAN)

1/4"-#14 CLIP FASTENERS [SEE CHART] 
(ADDITIONAL FASTENERS MAY BE REQUIRED BASED ON NEGATIVE WIND PRESSURES)

OPTIONAL CHANNEL CLOSURE TRIM

1/8" X 1/8" RIVET @ 1'-8" O.C. 
[14A]

T = 3", 4", 5" & 6"

REFER TO SHEET "CI-INFO" FOR ADDITIONAL INFORMATION REGARDING THE APPLICATION OF SEALANTS, FASTENERS, AND CLOSURE MATERIALS. CONSULT METL-SPAN TO DETERMINE ALLOWABLE LOAD AND SPACING OF ATTACHMENT FASTENERS.

<table>
<thead>
<tr>
<th>T</th>
<th>SILL TRIM</th>
<th>TEK III CLIP FASTENER</th>
<th>TEK V CLIP FASTENER</th>
<th>TYPE B CLIP FASTENER</th>
</tr>
</thead>
<tbody>
<tr>
<td>3&quot;</td>
<td>F5507</td>
<td>1624PNC</td>
<td>1732PNC</td>
<td>1824PNC</td>
</tr>
<tr>
<td>4&quot;</td>
<td>F5509</td>
<td>1632PNC</td>
<td>1740PNC</td>
<td>1832PNC</td>
</tr>
<tr>
<td>5&quot;</td>
<td>F4024</td>
<td>1640PNC</td>
<td>1748PNC</td>
<td>1840PNC</td>
</tr>
<tr>
<td>6&quot;</td>
<td>F4025</td>
<td>1648PNC</td>
<td>1756PNC</td>
<td>1848PNC</td>
</tr>
</tbody>
</table>

7.2 INSUL-RIB SILL DETAIL WITH TRIM

7.2-SD-01
DATE: Nov. 9, 2016