BUTYL SEALANT [7100BWH]

1/4" THRU FASTENER (NOT TO EXCEED 5'-0" O.C.) [SEE CHART]

#12 PANCAKE STITCH SCREW @ ENDS [12A]

BUTYL SEALANT [7100BWH]

URETHANE SEALANT [HW540]

FEMALE JAMB EXTRUSION [SEE CHART]

WIPER GASKET [7800VGR]

BUTYL SEALANT [7100BWH]

MALE JAMB EXTRUSION [9415A]

SUPPORT

JAMB WRAP TRIM (OPTIONAL)

URETHANE SEALANT [HW540]

FEMALE JAMB EXTRUSION [SEE CHART]

MALE JAMB EXTRUSION [9415A]

WIPER GASKET [7800VGR]

BUTYL SEALANT [7100BWH]

1/4" THRU FASTENER (NOT TO EXCEED 5'-0" O.C.) [SEE CHART]

#12 PANCAKE STITCH SCREW @ ENDS [12A]

BUTYL SEALANT [7100BWH]

URETHANE SEALANT [HW540]

FEMALE JAMB EXTRUSION [SEE CHART]

WIPER GASKET [7800VGR]

BUTYL SEALANT [7100BWH]

REFER TO SHEET "CI-CF-INFO" FOR ADDITIONAL INFORMATION REGARDING THE APPLICATION OF SEALANTS, FASTENERS, AND CLOSURE MATERIALS. CONSULT METL-SPAN TO DETERMINE ALLOWABLE LOAD AND SPACING OF ATTACHMENT FASTENERS.

<table>
<thead>
<tr>
<th>T</th>
<th>FEMALE JAMB EXTRUSION</th>
<th>TYPE 3 THRU FASTENER</th>
<th>TEK 5 THRU FASTENER</th>
<th>TYPE B THRU FASTENER</th>
</tr>
</thead>
<tbody>
<tr>
<td>2&quot;</td>
<td>9420A</td>
<td>1424PNC</td>
<td>1732PNC</td>
<td>1824PNC</td>
</tr>
<tr>
<td>2.5&quot;</td>
<td>9421A</td>
<td>1432PNC</td>
<td>1740PNC</td>
<td>1832PNC</td>
</tr>
<tr>
<td>3&quot;</td>
<td>9422A</td>
<td>1432PNC</td>
<td>1740PNC</td>
<td>1832PNC</td>
</tr>
<tr>
<td>4&quot;</td>
<td>9423A</td>
<td>1440PNC</td>
<td>1748PNC</td>
<td>1832PNC</td>
</tr>
</tbody>
</table>

COMMERCIAL & INDUSTRIAL

O.H. DOOR JAMB W/ EXTRUSION

CI-CF-ED-01

DATE: Nov. 9, 2016