MARRY BUTYL SEALANT W/ ELASTOMERIC SEALANT & POURABLE URETHANE

OUTSIDE FACE OF WALL PANEL

VAPOUR SEALANT [7100BWH]

WARM

METL-SPAN INSULATED PANEL

FIELD CUT THERMAL BREAK

ELASTOMERIC SEALANT [7203EGR] ON TOP OF POURABLE URETHANE [7202UGR]

#12 X 1" HWH TYPE III FASTENER @ 12" O.C. WITH WASHER [17]

BUTYL SEALANT [7100BWH]

BASE TRIM [SEE CHART]

16 GA GALV 10" BASE CHANNEL [SEE CHART]

URETHANE SEALANT [HWS46]

MASONRY FASTENERS (NOT BY METL-SPAN)

SEALANT (NOT BY METL-SPAN)

SLIP SHEET (NOT BY METL-SPAN)

FINISHED FLOOR

COLD

FLOOR INSULATION (NOT BY METL-SPAN)

#12 X 1" HWH TYPE III FASTENER @ 12" O.C. WITH WASHER [17]

VAPOUR BARRIER (NOT BY METL-SPAN)

REFER TO SHEET "CS-INFO" FOR ADDITIONAL INFORMATION REGARDING THE APPLICATION OF SEALANTS, FASTENERS AND CLOSURE MATERIALS.

<table>
<thead>
<tr>
<th>T</th>
<th>16 GA, BASE CHANNEL</th>
<th>16 GA, BASE CHANNEL</th>
</tr>
</thead>
<tbody>
<tr>
<td>3'</td>
<td>CHCZ0575</td>
<td>CHCZ0575</td>
</tr>
<tr>
<td>4'</td>
<td>CHDZ0675</td>
<td>CHDZ0675</td>
</tr>
<tr>
<td>5'</td>
<td>CHEZ0775</td>
<td>CHEZ0775</td>
</tr>
<tr>
<td>6'</td>
<td>CHFZ0875</td>
<td>CHFZ0875</td>
</tr>
</tbody>
</table>

FACE DIM. | BASE TRIM  | FACE DIM. | BASE TRIM  |
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>4 1/2&quot;</td>
<td>F5084</td>
<td>5 1/2&quot;</td>
<td>F5085</td>
</tr>
<tr>
<td>6 1/2&quot;</td>
<td>F5086</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

APPLICATION: FREEZER OR COOLER

BASE DETAIL

CS-BE-01

DATE: April 4, 2017