#14 THRU- PANEL SCREW* WITH SEALING WASHER
(SEE FASTENER PATTERN DETAIL FOR SPACING)

EXTERIOR SIDE
(FACE 1)

EXTERIOR JOINT SEALANT
[7101SWH]

BASE TRIM
(SEE CHART)

BASE CHANNEL
(SEE CHART)

SILL SEALANT
[7101SWH]

CONC. FASTENERS
(NOT BY METL-SPAN)

NOTES:
1. FIRE PROTECTION OF THE STRUCTURAL MEMBERS MAY BE REQUIRED PER THE
BUILDING CODE AND IS NOT BY "METL-SPAN".
2. * FASTENER TYPE IS SUBJECT TO BASE STRUCTURAL MATERIAL AND THE
PANEL THICKNESS.

<table>
<thead>
<tr>
<th>BASE TRIM</th>
<th>PIECE MARK</th>
<th>PIECE MARK</th>
</tr>
</thead>
<tbody>
<tr>
<td>T</td>
<td>F5090</td>
<td>BCT14</td>
</tr>
<tr>
<td>4&quot;</td>
<td>F5091</td>
<td>BCT15</td>
</tr>
<tr>
<td>5&quot;</td>
<td>F5092</td>
<td>BCT16</td>
</tr>
<tr>
<td>6&quot;</td>
<td>F5093</td>
<td>BCT17</td>
</tr>
<tr>
<td>7&quot;</td>
<td>F5094</td>
<td>BCT18</td>
</tr>
</tbody>
</table>

COMMERCIAL AND INDUSTRIAL

BASE DETAIL-BASE CHANNEL
HORIZONTAL THERMALSafe PANEL

DATE: 02-07-2014