STEP 2

FIELD REMOVE PANEL RIBS TO ALLOW CURB TO SET FLAT.

URETHANE SEALANT

PANCAKE HEAD FASTENER 8" O.C. INTO SUB-FRAMING. LENGTH OF FASTENER IS DEPENDANT ON ROOF PANEL THICKNESS.

TRIPLE-BEAD TAPE SEALANT (CONTINUOUS)

ENDLAP SUPPORT ANGLE UNDER CURB AREA ONLY.

ROOF CURB SUPPORT CHANNEL FIELD CUT AND NOTCH

TRIPLE-BEAD TAPE SEALANT (CONTINUOUS)

HAND CRIMP (9" MIN.) AND TOOL SEAM PRIOR TO PLACING CURB. SEE STEP 3 FOR ADDITIONAL CRIMP REQUIREMENTS

ROOF CURBS MUST BE INSTALLED AS THE ROOF PANELS ARE INSTALLED

THESE DRAWINGS ARE FOR CONCEPTUAL PURPOSES ONLY. INDIVIDUAL DETAILS MAY VARY. REFERENCE SHOP DRAWINGS AND/OR DESIGN INSTALLATIONS MANUAL.

COMMERCIAL & INDUSTRIAL

ROOF CURB INSTALLATION O1 - 2 OF 5

CI-CFR-RC-04

DATE: 08-27-2018

2016 Metl-Span, an NCI Building Systems company. All rights reserved.