STEP 4

3" ALUMINUM CURB
LAP AT CURB
CURB SUPPORT
ROOF SLOPE
FULL PANEL RUN
ROOF CURB SUPPORT CHANNEL
TRIPLE BEAD TAPE
SEALANT
3" FIELD CREATED END LAP
3" FIELD CREATED END LAP
FILL CAP CELL W/ URETHANE SEALANT AND FASTEN USING (4) 1/4-14 X 7/8" LL SD W/WASHER PER SIDE
ENDLAP BUTYL TAPE SEALANT AT PANEL RIB SIDE LAP
TRIPLE BEAD TAPE SEALANT
FIELD CUT TO LENGTH AND REMOVE FOAM TO LAP CURB BASE
FIELD CUT TO LENGTH AND REMOVE FOAM TO LAP CURB BASE
FASTENER #43L 1/4-14 X 1 1/4" SD LL DP2 W/ 1 1/8" O.D. WASHER AT HIGH MESAS
FILL ALL VOIDS W/ URETHANE SEALANT

COMMERCIAL & INDUSTRIAL
ROOF CURB INSTALLATION O1
- 4 OF 5

CI-CFR-RC-06
DATE: 08-27-2018

© 2016 Metl-Span, an NCI Building Systems company. All rights reserved.