CONCEPT SERIES - HORIZONTAL

APPLICATION

SINGLE SKINE WALL PANEL
INDEX:

PAGE
3    HEAD OPENING
4-5  BASE AT SLAB
6    JAMB OPENING
7    BASE AT CURB
8    VERTICAL JOINT
DETAIL 4
HEAD OPENING

*DETAILS SHOWN ARE FOR PROMOTIONAL USE ONLY. THESE DETAILS SHOULD NOT FOR ANY REASON BE USED FOR CONSTRUCTION PURPOSES.*
DETAIL 3
BASE @ SLAB

EXTERIOR SHEATHING (BY OTHERS)
WEATHER-RESISTIVE BARRIER AND AIR BARRIER (BY OTHERS)
SELF ADHERING FLASHING TAPE (BY OTHERS)
SUBGIRT
CONTINUOUS STARTER FLASHING

1 4/5" GAP

3/4" [19]
1 1/16" MIN. [18]
1/4" GAP [6]

SET STUD IN SEALANT
EXTEND WEATHER-RESISTIVE BARRIER AND AIR BARRIER (BY OTHERS)
STUDS (BY OTHERS)

*DETAILS SHOWN ARE FOR PROMOTIONAL USE ONLY. THESE DETAILS SHOULD NOT FOR ANY REASON BE USED FOR CONSTRUCTION PURPOSES.
DETAIL 5
JAMB OPENING

STUDS (BY OTHERS)

EXTEND WEATHER-RESISTIVE BARRIER AND AIR BARRIER (BY OTHERS)

PRIMARY AIR SEAL (BY OTHERS)

DOOR, WINDOW, OR LOUVER (BY OTHERS)

WEATHER SEAL (BY OTHERS)

FLASING

METAL AND COMPOSITION CLOSURE

SELF ADHERING FLASHING TAPE (BY OTHERS)

PANEL CLIP

WEATHER-RESISTIVE BARRIER AND AIR BARRIER (BY OTHERS)

EXTERIOR SHEATHING (BY OTHERS)

2 1/2" MIN.
[65]
DETAIL 3B
BASE @ CURB

- EXTERIOR SHEATHING (BY OTHERS)
- WEATHER-RESISTIVE BARRIER AND AIR BARRIER (BY OTHERS)
- SELF ADHERING FLASHING TAPE (BY OTHERS)
- SUBGIRT
- FLASHING
- CONTINUOUS STARTER FLASH
- CURING BUTYL
- STUDS (BY OTHERS)

*DETAILS SHOWN ARE FOR PROMOTIONAL USE ONLY. THESE DETAILS SHOULD NOT FOR ANY REASON BE USED FOR CONSTRUCTION PURPOSES.*
NOTE:
THE MAXIMUM CUMULATIVE LENGTH OF LAPPED PANELS IS 60'-0"
FOR STEEL AND 30'-0" FOR ALUMINUM PANELS. SPECIFIC DETAILS MUST BE USED THAT WILL ACCOMMODATE THERMAL MOVEMENT. FOR PANEL RUNS WITH MULTIPLE PANELS, PROVIDE A FIXING POINT AT THE CENTER OF EACH PANEL RUN PER DETAIL CS-6027.

DETAIL 2
ENDLAP (22 & 24 GAUGE ONLY)

*DETAILS SHOWN ARE FOR PROMOTIONAL USE ONLY. THESE DETAILS SHOULD NOT FOR ANY REASON BE USED FOR CONSTRUCTION PURPOSES.